KC-500 installation

—. Description of the water connection and electric connection position of the
whole machine

Run status indicator
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Lift the two handles of the front door and rotate 90 degrees counterclockwise to open the electric
door
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Electric control box, operation area description
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Water connection operation steps

1.

MODEL X Mode: Water Outlet (Not filtered) interface, which uses a 3 / 8 inch external
thread connector. When the user connects to this water connection pipe interface, the
user does not need to do any operation on the machine system, and the screen adopts
the default MODEL X mode. There are two ways to take over the water intake A: When
the user needs to transport the water tank to his own water storage device, the user
needs to use his own pump to pump the water from the tank. the user needs to control
the working time of the external water pump according to the water level of the water
tank; B: If the user's water storage container is lower than this interface without another

pump.

MODEL Y Mode: 1: The interface is connected to the clean water filtered after the filter
element inside the machine, When the user connects water to his own water storage
unit from the water outlet water outlet (filtered), Users do not need to install a water
pump, You can connect the water to their own water storage device; 2: When drawing
water from this joint, The user needs to operate the "MODEL Y" mode on the LED
display at the upper end of the electrical cabinet, This mode will only work properly, This
outlet water outlet (filtered) is a 3 / 8 inch external threaded outlet, Users need a pipe
interface of the same size to connect, Note: The height difference between the user
reservoir and this water outlet (filtered) shall not exceed 10 meters.



Y. Electrical connection operation steps (note that the following operations must
be operated by professionals)
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1. Make sure the input voltage is three-phase 380V / 50Hz and will damage the machine
without this specification. If the extension cable needs to ensure that the wire diameter

is not less than 10 AWG and the joint is firm.

2. Ensure that the input power is greater than 10kW, otherwise the power is insufficient for
the machine to start properly.

3. Before wiring, ensure that the air switch in area C of the electric control box is
disconnected;

4. Before wiring, pass the lead of the machine through the line hole at the bottom of the
electric control box to the outside of the machine;

5. There are 5 lines in the water maker: three red wires are marked as U, V, W respectively;
one blue is N and one yellow is E.

U for U (distribution network may be identified as U or A or L1)
V of V (distribution network may be identified as V or B or L2)
W (distribution network may be identified as W or C or L3)

N (distribution network may be identified as N)



Fireline distribution network with E identified by the yellow lead (distribution network may
be identified as E or PE)

6. After the wire is connected: A: check whether the red mushroom head emergency stop
button on the electric box door is in the bounce state, if not, rotate 90 clockwise ° to make

the emergency stop switch in the bounce state; B: open the electrical cabinet door to dial
the C area protector up.

At this time, the machine is powered on, the buzzer rings, the LED display screen starts to
display normally for 2 seconds, the industrial screen starts to display normally after about 1
minute, the fan starts to start, and the four air outlets on the top of the machine are
blowing at the same time. After 3 minutes, the 4 sets of water making units start step by
step with 15 seconds interval, and the corresponding four indicator lights are also on.

1. Water intake mode

A: The default is the MODEL X. That is,
the user connects the “Water Outlet (Not
filtered)” interface to the storage
container (the water should be lower than

this joint. The machine program factory i o
defaults to this mode. "---——-I"_,.
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B: MODEL Y: Automatic water pumping i A i
function. That is, the user connects to the e 10000
"Water Outlet (filtered)" interface to the water 8 L
storage container. When the machine makes 55
the water to the middle water level or 9 TWater Filter @ @ © @
above, the internal water pump will
automatically start the function of

pumping the water from the internal water
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tank to the user reservoir through the
filtration system, and stop the pumping 10
water after pumping the water to the water
shortage level of the water tank. Stop

making water production after it reaches high water level.

Note: MODEL Y Operation method of automatic water pumping function: long
press the “On / Off” button in the LED panel for 3 seconds, hear a beep and the
indicator light in position 1 is on, indicating that the automatic water pumping
function is activated. Pushing the “On / Off” button again for 3 seconds turns the
automatic pump function off, and the indicator light at position 1 goes off.

Note: If the user is only used for exhibition hall, it can automatically run
after connecting only 5 power lines.



